
Waste Classification and RCRA Code Summary

Container Classification RCRA Codes RCRA Codes Due to Matrix Interference

RCRA Codes Eliminated Based Upon 

Totals Data Notes

VB25141 Hazardous D023, D024, D025, D026 D020, D032

VB281842 Hazardous D023, D026 D020, D032

VB640 Hazardous D020, D030, D032, D033

VB641 Non Hazardous

VB633 Hazardous D018, D019, D020, D028, D029, D032, D039, D040, D043 D019, D020, D028, D029, D039, D040, High Sulfides

VB607 Non Hazardous

VB610 Hazardous D018 D020, D030, D032, D043 D020, D030, D032, D043

VB639 Hazardous D002, D018, D008 D027, D030, D032, D033, D034, D036, D038, D042

VB618 Hazardous D018, D026, D007, D008 D020, D027, D030, D032, D033, D034, D036, D038, D042 D020

VB620 Non Hazardous

FT1001 Non Hazardous

FT1002 Non Hazardous D032 D032

FT506 Hazardous D020, D031(?)

D020 confirmed gone, D031 ? Republic for 

Solidification of non-haz or CH for Fuels at Incinerator

FT1004 Hazardous D023, D024, D025, D026, D030, D032 Removed via EPA Lab Lonestar can take when we remove those codes

FT215012D Hazardous D031 D030, D032, D033 Resampling

FT30338D Non Hazardous Resampling

FT30335D Hazardous D031 Resampling

FT30319D Hazardous D031 Resampling

FT215005D Hazardous D031, D012 D030, D032, D033 Resampling

FT33529D Hazardous D031, D012 D030, D032 Resampling

South AST Containment Hazardous D020 Vac Boxes (3)

NTank7 Hazardous D018 VOC's >500 ppm, TSS 19,300 BTU Value Good

NTank8 Hazardous D018 D032 VOC's >500 ppm, Solids 40.4%

STank7 Hazardous D002 pH 13.07, TOC 63,300 0.45

STank2 Hazardous D018 D032 VOC's >500 ppm, TSS 53,700, TOC 17,100

STank8 Hazardous D030, D032 VOC's > 500 ppm, TSS 9,440, TOC 12,900

NTank9_10 Comp Hazardous D018 D032 VOC's < 500 ppm, TSS 3520 No BTU Value

OT4_OT5 Comp Hazardous D032 VOC's < 500 ppm, TSS 17,000 No BTU Value

STank1_3_6 Comp - Water Hazardous D002, D007, D018 D032 VOC's > 500 ppm, pH 1.23, TSS 20,3000 TOC 11,300

STank1_3_6 Comp - Sludge Hazardous D002, D018 D020, D030, D032, D033 VOC's > 500 ppm, pH 1.75, FP 180

Oil Debris <500 ppm Hazardous D004-D043

Oily Debris > 500 ppm Hazardous D004-D043

Oily Flr Scrapings <500 ppm Hazardous D004-D043

Oily Flr Scrapings >500 ppm Hazardous D004-D043

LoneStar

TT408 Non Hazardous

TT407 Non Hazardous

WWT3 Non Hazardous Ecoserve .20/gal

WWT9_10_12 Comp Non Hazardous D032 D032 Ecoserve .20/gal

WWT6_7_8 Comp Non Hazardous D032 D032 Ecoserve .20/gal

WWT1_4_5_Vat Comp Non Hazardous Ecoserve .20/gal

OT3 Non Hazardous Oily Water Profile .14/gal

WWT13 Check to see if Lonestar confirmed sample 

OT2 Non Hazardous Ecoserv can take a .20/gal 

STank5 Non Hazardous Ecoserv can take a .20/gal 

OT6 Non Hazardous Oily Water Profile .14/gal

WMU123 Non Hazardous Oily Water Profile .14/gal

NH Class 1 for Burial
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